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General Information

FORMETCO

The Formetco QuickPost” Louver system requires extremely precise production standards in order to be successful. It is imperative that

your final product is slit into the Graphic Louver sizes listed below.

6"- Louver Specs

4"- Louver Specs

n
Graphic Louver Width: 5 7/-| 6 (138.1mm)

Graphic Louver Width: 3.93 7" (100mm)

Graphic Louver Spacing: 0.5" (12.7mm)

Graphic Louver Spacing: 0,375" (9.55mm)

Recommended Material: 15 oz. Rigid PVC

Recommended Material: 15 oz. Rigid PVC

Production Process Overview

You will need the following information to accurately produce a
QuickPost” Face. You will need to know the dimensions of the
QuickPost” sign and the exact number of louvers. Use

the formula below to assist with this calculation.

Use Inches as the Unit of Measure

Total Printed Sign Height:

Total Printed Sign Width:

6" (152.4mm)

Total Print Height of Each Graphic Louver:

Formula
Deduct 1" from Printed Sign Height) e.g. 14' 0" —1"=13"11"

Total Number of Graphic Louvers:

Formula
(Width of Sign +~ 6") e.g. (48'x 12) = 576" ~ 6" = 96 Louvers

4" (101.6mm)

Total Print Height of Each Graphic Louver:

Formula
Deduct 1" from Printed Sign Height) e.g. 14' 0" —1"=13"11"

Total Number of Graphic Louvers:

Formula

(Width of Sign x 2.75) e.g. (48'x 2.75) =132 Louvers

Slitting the Printed Sign into 6' Graphic Louvers

Once you have printed the sign and confirmed dimensions you are
prepared to cut the individual Graphic Louvers. Measure over the
Graphic Louver width (5 7/16"), remove the Louver space of 0.5"
and then repeat this process.
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Slitting the Printed Sign into 4' Graphic Louvers

Once you have printed the sign and confirmed dimensions you are
prepared to cut the individual Graphic Louvers. Measure over the
Graphic Louver width (3.937"), remove the Louver space of (.375")
and then repeat this process.




